
(1)

(4)

(5)

(6)

Type Examination
TRANSLATION

Manufacturer:

Address:

Gertifica
(2) No. of the Type Examination Certificate: Zpt$2ggtlT replaces ZplBQ3

(3) Product Anchor device type D,
type: ROPETOPIA continuous belay system

Walltopia AD

111 Tsarigradsko Shousse blvd., 1284 SOFIA, BULGARIA

The design of this product and any acceptable variation thereto are s
type exam ination certificate.

(7) The certification body of DEKRA EXAM GmbH
requirements of the standard listed under item
and assessment report PB 17-277.

certifies that this
8 below. The exa

(8) The requirements of the standard are assured by com

DIN EN 795:2012

(9) This Type Examination Certificate
product in accordance to the
manufacturing process and
this certificate.

(10) This Type Test

DEKRA EXAM
Bochum,2017-

We confirm

body

CEN/

pecialservices unit
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This certificate may only be published in its entirety and without any change.

DEKRA EXAM GmbH, Dinnendahlstrasse 9, 44809 Bochum, Germany
telephone +49.234.3696-105, fax +49.234.3696-,1 10, zs-exam@dekra.com



TRANSLATION

(1 1)

(12)

Appendix to

Type Exam ination Certificate
ZP lB238l1 7 replaces ZPIB031/1 5

(13) 13.1 Subiect and Tvpe
Anchor device type D,
type: ROPETOPIA continuous belay system

(14)

13.2 Description
The anchor device type: RoPETOPIA continuous belay system is used to protect

from a height. Maximum 2 users can be protected simultaneously at the anchor
anchor line consists of coated steel and is available in the sizes 69

80 x 100 mm (t = 6). On the anchor line the corresponding mobile anchor
of the mobile anchor point is used for attaching the personal protection

height. The installation of the system is carried out in horizo

brackets. Alternatively the rail profile can be welded on a suita

The anchor line can be loaded downwards in vertical

The connection of the rail elements is realized

elements get connected to the coupling

line from one to two anchor lines can

welded rails

The maximum length ofara
The maximum distance

coupling element

Note: The anchor

PB 17-277,
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